ADHERING TILES TO A BOARD
1. TRACE FIRED TILES ON BOARD WITH A PENCIL

2. CUT BOARD – HAVE MS. B OR MR. TROUT CUT BOARD
3. SAND EDGES OF BOARD (SANDPAPER IS IN ORANGE BOX ON SHELVES NEXT TO MS. B’S DESK)

4. WIPE OFF SAWDUST WITH DAMP (NOT SOAKING WET) PAPER TOWEL

5. GET TILE ADHESIVE – LOCATED UNDER PAPER TOWELS AT SINK

6. GET PUTTY KNIFE – LOCATED IN TOP LEFT HAND DRAWER OF SINK

7. PUT NEWSPAPER UNDER BOARD

8. GET TWO WET PAPER TOWELS TO WIPE UP ANY OOZING ADHESIVE

9. ORGANIZE TILES

10.  COAT BOARD WITH ADHESIVE – ABOUT ¼” THICK

a. KEEP ADHESIVE AWAY FROM EDGES….LEAVE ABOUT ¼” OF BARE BOARD TO ALLOW FOR OOZING ADHESIVE

b. SCORE THE AHESIVE – DRAW DIAGONAL LINES INTO THE ADHESIVE…IT HELPS THE TILES GRIP BETTER

11.  LIGHTLY LAY TILES ON ADHESIVE

a. ONCE TILES ARE IN PLACE, PRESS THEM FIRMLY INTO THE BOARD SPREAD YOUR FINGERS ACROSS EACH TILE SO THAT THE TILES DON’T SNAP

b. IF YOU GET ADHESIVE ON YOUR FINGERS OR ON THE TILES, WIPE AWAY IMMEDIATELY WITH DAMP PAPER TOWELS

12.  SET BOARD ON A SHELF TO DRY OVERNIGHT

13.  GROUT THE NEXT DAY

CLEAN UP

1. SMOOTH OUT SURFACE OF ADHESIVE IN THE CONTAINER WITH THE PUTTY KNIFE – SPRAY ADHESIVE LIGHTLY WITH WATER
2. PUT THE LID TIGHTLY ON THE CONTAINER

3. WASH PUTTY KNIFE WITH WATER AND PUT BACK IN DRAWER

4. THROW AWAY NEWSPAPER

5. WASH HANDS WITH SOAP AND WATER
GROUTING TILES
1. ADHESIVE MUST HAVE DRIED OVERNIGHT

2. COLLECT MATERIALS: 

a. NEWSPAPER LAYERED UP ON TABLE

b. 2 GROUT BUCKETS FROM BACK OF ROOM – ONE HALF FULL OF WATER

c. GLOVES FROM THE FILING CABINET IN THE BACK OF THE ROOM BEHIND THE LARGE POST

d. A CLEAN SPONGE FROM SAME FILING CABINET
e. SPRAY BOTTLE

f. GROUT

3. POUR GROUT INTO EMPTY BUCKET
4. ADD TINY AMOUNTS OF WATER AND STIR UNTIL THE GROUT HAS A STIFF CONSISTENCY (NOT RUNNY) - WEAR GLOVES!!!!
5. SPRAY TILES WELL WITH WATER – INCLUDING EDGES

6. USING GLOVES, PUT A GLOB OF GROUT ON THE TILES.

a. SPREAD ALL OVER THE SURFACE, INCLUDING THE EDGES

7. USING A CLEAN SPONGE, BEGIN WIPING OFF EXCESS GROUT

a. KEEP GOING UNTIL ENTIRE SURFACE IS CLEAN

b. TILES WILL HAVE A LIGHT HAZE ON THEM…..IT GETS WIPED OFF THE FOLLOWING DAY

8. WHEN TILES ARE CLEAN, SPRAY LIGHTLY WITH WATER AND WRAP BOARD IN A PLASTIC BAG AND SET ON A SHELF

9. NEXT DAY: WIPE OFF HAZE WITH CLEAN SPONGE

CLEAN-UP

1. NO GROUT MAY GO DOWN THE DRAIN!!!!!! POUR ALL GROUT WATER INTO ORANGE BUCKET BY SINK!!!!!!!!!!

2. UNUSED GROUT CAN GO IN TRASH

3. WIPE BUCKETS OUT WITH WET PAPER TOWELS UNTIL VERY CLEAN

4. FINAL RINSE OF BUCKETS IN SINK

5. PUT ON GLOVES AND RINSE OFF IN ORANGE BUCKET FIRST AND THEN IN THE SINK

6. RINSE OUT SPONGES – IF TOO GROUTY, THROW AWAY

7. PUT ALL MATERIALS AWAY

8. WASH DOWN TABLE WITH CLEAN SPONGE

9. MOP AREA WHERE YOU WERE WORKING









